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PROMOTION PRICE

79.- 3

DIGI-MET® Pocket caliper 1220

Specification

• Inductive measuring system, 
 resistent to damp and sweat
• Stainless steel
• LCD display 7.5 mm
• DIN 862 
• Locking screw
• Inside cross points
• Four way measurement
• Packaging: Plastic case

Measuring range Jaw length Reading Depth gauge Ref. No.
mm inch mm inch mm inch
150 6 40 1.57 0.01 .0005 round 1220 416
150 6 40 1.57 0.01 .0005 rectangular 1220 417

DIN
862

Dial caliper 0217

Dial caliper 0216

Specification

• Stainless steel
• Satin chrome scale
• DIN 862
• Locking screw
• Inside cross points

Measuring range Jaw length Reading Depth gauge Ref. No. List price
mm inch mm inch mm Euro
150 6 40 1.57 0.02 rectangular 0217 501 59.00
200 8 40 1.57 0.02 rectangular 0217 502 118.00

DIN
862

Measuring range Jaw length Length of cross points Reading Depth gauge Ref. No. List price
mm inch mm inch mm mm Euro
150 6 40 1.57 15 0.05 rectangular 0216 501 75.00

 With extra long inside cross points (40 mm) - Factory standard
150 6 40 1.57 40 0.05 rectangular 0216 521 319.00

Specification

• Stainless steel
• Satin chrome scale
• DIN 862 (only 0216 501)
• Locking screw
• Inside cross points
• One pointer revolution = 10 mm
• Adjustable dial face
• Packaging: Fitted case

DIN
862

Functions

• On-/automatic 
 OFF switch
• QuickStart-Electronic
• QuickLock-Function
• Zero setting at any position
• mm/inch conversion

Supplied with a calibration certif
ic

at
e

           INCLUDES INITIAL 

CALIBRATION

ENTER THE WORLD OF DIGITAL METROLOGY

• One pointer 
 revolution = 2 mm
• Four way measurement
• Packaging: Fitted case

= QuickLock = QuickStart = DINDIN

rectangular

ENTER THE WORLD OF DIGITAL METROLOGY

rectangular
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PROMOTION PRICE

119.- 3

Pocket vernier caliper DUO - FIX 0190

Specifiation

• Protection class IP 67
• Stainless steel
• LCD display 7.5 mm
• DIN 862 
• Measuring system is insensitive 
 to cooling agents and dust
• Housing and operating keys have  
 an excellent chemical resistance

• Locking screw
• Inside cross points
• Four way measurement
• Packaging: Plastic case

Functions

• On-/automatic 
 OFF switch
• QuickStart-Electronic
• QuickLock-Function
• Zero setting at any position
• mm/inch conversion

DIGI-MET® Pocket caliper 1226

Specifiation

• Stainless steel
• Reading parts have a satin   
 chrome finish 
• DIN 862
• Thumb clamp and locking screw
• Inside cross points
• Low-set master scale
• Four way measurement
• Includes thread table
• Packaging: Imitation leather case

 Locking screw
+ Thumb clamp

= DUO - FIX

DIN
862

Measuring range Jaw length Reading Depth gauge Set Ref. No.
mm inch mm inch mm inch
150 6 40 1.57 0.01 .0005 round with HP watch 6011 2100 01
150 6 40 1.57 0.01 .0005 round with depth attachment base 6011 2100 02
150 6 40 1.57 0.01 .0005 rectangular with HP watch 6011 2100 03
150 6 40 1.57 0.01 .0005 rectangular with depth attachment base 6011 2100 04

Measuring range Jaw length Reading Depth gauge Ref. No. List price
mm inch mm inch mm inch Euro
150 6 40 1.57 0.05 1/128 rectangular 0190 501 22.90

Supplied with a calibration certif
ic

at
e

           INCLUDES INITIAL 

CALIBRATION

PROMOTION PRICE

PROMOTION PRICE

PROMOTION PRICE

PROMOTION PRICE

3
PROMOTION PRICE

PROMOTION PRICE

a stylish 
HP watch or

a depth 
attachment 

base
+++HP watch +HP watch +HP watch +HP watch 

attachment +attachment +attachment +attachment 

DIN
862IP 67

IP 67 NEW
QuickStart

= QuickLock = QuickStart = Waterproof acc. to IP                 = DINDIN
IP xx
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DIGI-MET® Universal caliper 0226

Specification

• Stainless steel
• Factory standard
• LCD display 6 mm
• Locking screw
• Suitable for all measuring 
 inserts with a M 2.5 mm thread
• Packaging: Wooden case

Functions

• ON/OFF switch
• Zero setting at any position
• mm/inch conversion
• Data output Opto RS 232
• Hold Function
• PRESET Function (setting a numerical value)

12 mm at measuring range 300
16 mm at measuring range 500

for internal measurements for external measurements

Measuring range can change 
depending on measuring inserts

Measuring range Jaw length Reading Ref. No. List price
mm inch mm inch mm inch Euro
300 12 90 3.5 0.01 .0005 601111 0226 701 496.00
500 20 100 4.0 0.01 .0005 601111 0226 702 642.00

OPTO

DIGI-MET® Workshop caliper 1230

Specification

• Stainless steel
• Inductive measuring system, 
 resistent to damp and sweat
• DIN 862
• Knife points
• LCD display:
 8,5 mm at 300 mm,
 12,5 mm at 500 mm
• Locking screw
• Stepped jaws for inside measurement: 
 10 mm at measuring range 300 mm,
 20 mm at measuring range 500 mm 
• Packaging: Wooden case

Functions

• On-/automatic 
 OFF switch
• QuickStart Electronic
• QuickLock Function
• Zero setting at any position

• mm/inch conversion
• Variable data output  RS 232 
 + Digimatic + USB
• PRESET Function 
 (setting a numerical value)

DIN
862

Measuring range Jaw length Reading Ref. No. List price
mm inch mm inch mm inch Euro
300 12 90 3.5 0.01 .0005 1230 522 349.00
500 20 125 5.0 0.01 .0005 1230 528 529.00

Supplied with a calibration certif
ic

at
e

           INCLUDES INITIAL 

CALIBRATION

FREE

ACCESSORIES!

= QuickLock = QuickStart = Data Output                = DINDIN

Included in delivery:
Pairs of special steel measuring inserts - disc shape dia. 10.0 mm
  - cylindrical dia. 1.5 mm
  - conical shape dia. 3.5 mm / 0.5 mm
 - with ball inserts
  - ball shape dia. 7.0 mm
  - ball shape dia. 10.0 mm
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DIGI-MET® Depth gauge 1271

Vernier depth gauge 0286

Reading a b
150 mm 234 100
300 mm 384 150
500 mm 584 150

Specification

• Protection class IP 67 in accordance 
 to EN 60529
• Measuring system is insensitive to 
 cooling agents and dust
• Stainless steel
• DIN 862
• Housing and operating keys have 
 an excellent chemical resistance
• Locking screw
• LCD display 7.5 mm
• Measuring pin dia. 1.5 mm
• Packaging: Fitted case

Functions

• ON/OFF switch
• QuickLock Function 
 zero position is protected
• Zero setting at any position
• mm/inch conversion

DIN
862IP 67

Specification

• DIN 862
• Locking screw
• Reversible, L shaped 
 measuring rod
• Scales on both sides
• Low-set master scale
• High-precision laser graduation  
 on the vernier and scale
• Packaging: Cardboard box

Measuring range mm a b c d e
150  -  200 8 3 3,5 20 5
250  -  500 12 4 4 28 10

DIN
862

Measuring range Base length Reading Ref. No. List price
mm inch mm inch mm inch Euro
150 6 100 4 0.01 .0005 1271 416 338.00
300 12 150 6 0.01 .0005 1271 422 414.00
500 20 150 6 0.01 .0005 1271 428 477.00

Measuring range Base length Reading Ref. No. List price
mm inch mm inch mm Euro

 Stainless steel, vernier + scale satin chrome plated:
150 6 100 4 0.05 0286 501 81.00
200 8 100 4 0.05 0286 502 82.00
300 12 150 6 0.05 0286 505 100.00

Supplied with a calibration certif
ic

at
e

           INCLUDES INITIAL 

CALIBRATION

Supplied with a calibration certif
ic

at
e

           INCLUDES INITIAL 

CALIBRATION

= QuickLock = Waterproof acc. to IP                 = DINDIN
IP xx
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Height scribing gauge 0331

Measuring range Measuring beam Base Reading Ref. No. List price
mm mm mm mm Euro Euro

With straight hardened scriber:
300 20 x 20 120 x 75 0.05 0331 301 205.00
500 20 x 20 120 x 75 0.05 0331 302 254.00

Specification

• Measuring beam is made  
 of special steel
• Vernier and scale are satin  
 chrome plated
• Parallax free reading
• Fine adjustment

• Locking screw
• Sliding scriber
• Steel base with a carbide plate
• Factory standard
• Packaging: Individually packed

Inspection plate 0478

Specification

• Special cast iron
• Flatness in accordance 
 to DIN 876-2 
• Ripped construcion

DIN
876

with • marked = Please note the higher transport costs

• Accuracy GG 0 = scraped
• Accuracy GG 3 = milled
• Base stands see picture
• Packaging: Individually packed

in-house 

production!

NEW IN ASSORTMENT

Dimensions Accuracy Inspection Plate List price Base Stand List price
mm Ref. No. Euro Ref. No. Euro

300 x 300 GG 3 0478315 133.00
300 x 300 GG 0 0478015 250.00

• 500 x 400 GG 3 0478318 250.00 0478 908 228.00• 500 x 400 GG 0 0478018 498.00
• 600 x 500 GG 3 0478321 405.00 • 0478 911 256.00• 600 x 500 GG 0 0478021 778.00

You fi nd other sizes and accuracies in our catalog
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Squares

Double V-blocks (pairs) with clamp 0522

Dimensions for shafts Ref. No. List price
mm mm Euro

50 x 40 x 40 5 - 30 0522 101 135.00
75 x 55 x 55 5 - 50 0522 102 217.00

  100 x 75 x 75 7 - 70 0522 103 313.00

Specification

• Special steel, hardened
• Flatness, parallelism  and right-angled  
 tolerance is 0.004 mm
• 2 x 90° grooves 
• Machined in pairs
• End face  and base are angular
• Packaging: Cardboard box

SET FOR PROFISSET FOR PROFIS

SET PRICE

55.- 3

Workshop square
• Blade length: 150 x 100• Cross section: 25 x 5

Specification
• with base• DIN 875• stainless steel• Accuracy: GG 1

Knife
-edge square

• B
lade length: 100 x 7

0

• C
ross 

section: 20 x 5

Specific
ation

• w
ithout base

• D
IN 875

• st
ainless 

ste
el, h

ardened

• A
ccuracy: G

G 00

Workshop square

• Blade length: 150 x 100

• Cross section: 25 x 5

Specification

• without base

• DIN 875

• stainless steel

• Accuracy: GG 1

Ref. No.:  6011 2100 05
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SET 1 and SET 2

as a TWIN SET

Ref. No.:  6011 2100 06

250.- 3

Feeler gauge tape

•  Illustrations and descriptions are valid at the time of going to press
•  All mentioned prices exclude the statutory value added tax (V.A.T.)
•  No part of this promotion may be reproduced and/or duplicated, 
 stored in a  retrieval system, transmitted in any form or by means of electronic, 
 mechanical, recording or otherwise, without the expressed prior written permission 
 of HELIOS • PREISSER.

HELIOS • PREISSER  |  Steinbeisstraße 6  |  72501 Gammertingen  |  Tel: +49 7574 400 - 60  |  Fax +49 7574 400 - 91
        vertrieb@helios-preisser.de  |  www.helios-preisser.de 00

00
 3

76
2

A problem solver that is at home in any work shop

Specification

15 piece feeler gauge tape set with wall holder 
 including holder and mounting fittings.

Depiction of an individual 

plastic dispenser

Dimensions Graduation Ref. No. List price
mm mm Euro

SET 1 330 x 100 x 110 0.01 - 0.25 0611 180 121.00
SET 2 330 x 210 x 220 0.30 - 1.00 0611 190 157.00


